
 EnoLED.COM | 347-826-5880 | customercare@enoled.com | 63 Flushing Avenue, Building 131, Suite 201, Brooklyn, NY 11205

Glow67 Pro Series
24VDC IP67 Dotless High-Power LED Tape 

Upper cover of extension connector

1X

Lower cover of extension connector
1X

Conductive connection plate

1X

Apply an appropriate amount of
glue to the reserved 2mm[0.08in.]
slot and fill the grooves and gaps.

Insert the conductive connection plate into the
bottom of the PCBA of the two strip lights, and
leave 2mm[0.08in.] outside in the middle.
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Put the upper cover onto the
bottom cover.

Fix the two strip lights on the lower cover and
align the limit structure.

Fasten the upper cover to the
lower cover by plier, until the
buckle is installed in place.

Tape to tape connector
P/N: Glow67-TT

Installation Instructions

Find the corresponding cutting mark according to the length
requirements, and then use a knife to cut open the top silicone jacket.

Bend the strip slightly upwards, and cut it along the inner PCBA's
cutting line exposed from the opening with scissors.

Cutting



 EnoLED.COM | 347-826-5880 | customercare@enoled.com | 63 Flushing Avenue, Building 131, Suite 201, Brooklyn, NY 11205

Glow67 Pro Series
24VDC IP67 Dotless High-Power LED Tape 

Tape to wire connector
P/N: Glow67-TW

Upper cover at the beginning

1X

Lower cover at the beginning
1X

Power cable with conductive plate

1X

Apply an appropriate amount of
glue to the reserved 2mm[0.08in.]
slot and fill the grooves and gaps.

Insert the power cable with conductive plate
into the bottom of the PCBA and leave
2mm[0.08in.] outside.
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Put the upper cover onto the
bottom cover.

Fix the strip light on the lower cover.

Fasten the upper cover to the
lower cover by plier, until the
buckle is installed in place.

End cap
P/N: Glow67-EC

Upper cover at the tail

1X

Lower cover at the tail
1X

Apply an appropriate amount of
glue to the reserved 1mm[0.04in.]
slot and fill the grooves and gaps.

Apply an appropriate amount of glue around
the edge of the strip light.
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Put the upper cover onto the
bottom cover.

Fix the strip light on the lower cover and leave a
1mm[0.04in.] gap.

Fasten the upper cover to the
lower cover by plier, until the
buckle is installed in place.

Installation Instructions
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Glow67 Pro Series
24VDC IP67 Dotless High-Power LED Tape 

Installation Instructions

1 2 3 4

Wall Mount Clips
P/N: Glow67-WC


